air cushion curtain
for dairy barns

Abbi air cushion curtain,
insulates when necessary!

Curtain system
Modern dairy barns are equipped with
ventilation systems to provide cows an
optimum living environment the whole
year round.
An important factor in this regard is an
integral curtain system that can be fully
or partially opened depending on the
weather conditions.
During the summer months, this system
can be combined with fans and spray
cooling.

the middle of the side wall, 110 metres
can be bridged.
Robust guide rods ensure protection and
proper functioning of the curtain.
There is also an option to have a
transparent strip halfway along the
curtain, if the height is sufficient.

In the winter period, the barn is often
closed. Additional heating is normally
not necessary. A temperature of 5
to 8 degrees Celsius is sufficiently
comfortable for cows.

Extremely cold winters
In extremely cold winters, additional
heating is sometimes necessary, even
with closed curtains. Additional heating
is not necessary when insulated curtains
are installed.
Abbi-Aerotech supplies these types of
curtains.
Insulating blanket
This is a double-walled system that can
be inflated in extremely cold weather.
The curtain is first closed and then filled
with air.
When the curtain is inflated it acts as
an insulating blanket, similar to double
glazing.
High-quality customisation
The air cushion curtain has a custom
frame base. The curtain material and the
airtight finish are absolutely essential to
achieve fully functioning insulation.
The Abbi air cushion curtain is more than
just a simple roller blind.
Thanks to the custom frame and the
special curtain material, large surfaces
up to 55 metres x 3.05 metres can be
achieved. By placing the winch motor in

Fully automatic operation
Abbi-Aerotech provides a control unit
with this system which controls the
opening and closing of the curtain and
the air pumps fully automatically.
The curtains can be arranged in any
position without air, just as you would
with a normal curtain. Air is only blown
into the curtain in the closed position by
1 or 2 pumps (depending on the height
of the curtain).
This saves energy and only requires
smaller pumps.
In combination with a weather station,
all climatic conditions can be taken into
account with the correct positioning of
the curtains.

Technical specifications
Maximum length 2 x 55 metres. Maximum height 3.05 metres.
Motor capacity roll system : 220V 50Hz 3.16A
Motor capacity air pump : 220V 50Hz 0.6A.
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