
Heating and ventilation systems

The NG-L Series was specially 
developed for the agro industry. Its 
principal characteristic is the dust-
proof burner head. Its reliability under 
extreme conditions is guaranteed. 
Countless poultry and pig houses

have been equipped with this 
multifunctional, gas-fi red heater. 
The propane-fi red NG-LF is very easy 
to connect to a modulating system. 
These modulating systems are mostly 
found in crop drying. 

DIRECT FIRED HEATER, ROBUST 
AND RELIABLE

NG-L HEATER

Abbi Hot air NGL.indd   1 18-02-19   16:16



Heating and ventilation systems

Abbi-Aerotech B.V. 
Hardinxveld-Giessendam 
The Netherlands 
Tel. 0031-184-711344 
sales@abbi-aerotech.com 
www.abbi-aerotech.com 

n  NG-LF models can only be supplied in 
 a propane version.

n The NG-L model is a special version which  
 works both on propane and natural gas though  
 this does require you to change the nozzle.

n  NG-L suitable for low-pressure connection 
 (25-50 mbar).
     NG-LF for higher inletpressures ( 1,4 Bar).

n  Stainless steel for long lifespan.

n Photocell fl ame monitoring device.

n Thermostat connector on all models.

n  All propane-fi red NG-LF heaters can be used 
with autonomous modulating control systems.

n Automatic ignition.
 
n  NG-L can be automatically controlled using an 

ambient thermostat or a climate computer.

n  Entirely closed and spray-proof control box for 
optimum protection.

n Double walls for better effi ciency and safety.

NG-L SERIES CHARACTERISTICS :

Direct natural / propane 
gas-fi red heaters : NG – LE 10 NG – L 30 NG – L 50 NG – L 80 NG – L 100
Net capacity in kW : 10 30 50 80 100
Natural gas pressure in mbar : 20 20 - 50 20 - 50 20 - 50 20 - 50
Propane gas pressure in mbar : - 50 50 50 50
Natural gas consumption in m3/h : 1.0 3.2 5.3 8.5 10.6
Propane gas consumption in m3/h : - 1.2 2.0 3.3 4.1
Air displacement in m3/h : 500 1600 2300 4100 7500
Voltage : 230V – 50 Hz 230V – 50 Hz 230V – 50 Hz 230V – 50 Hz 230V – 50 Hz
Amperage : 0.3 0.85 1.0 2.9 3.7
Air throw in m : 15 30 40 50 60

Direct propane gas-fi red 
heaters : NG -  LF 10 NG  - LF 20 NG  - LF 30 NG - LF 50 NG - LF 50V NG – LF 75
Net capacity in kW : 7.1 – 10  12 – 20 15 – 30 24 – 50 24 – 50 37.5 – 75
Gas pressure in mbar : 25 – 50 70 – 200 350 – 1400 350 – 1400 350 – 1400 350 – 1400
Air displacement in m3/h : 500 900 1600 1600 2200 3000
Gas consumption in kg/h : 0.55 – 0.78 0.93 – 1.55 1.17 – 2.33 1.86 – 3.89 1.86 – 3.89 2.91 – 5.83
Voltage : 230V-50Hz  230V-50Hz   230V-50Hz   230V-50Hz    230 V-50Hz  230V-50Hz
Amperage : 0.3 0.37 0.85 0.85 1.4 1.4
Air throw in m : 15 20 30 30 38 45
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