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MIRAGE INFRARED BROODER

ECONOMICAL, DIRECT, SIMPLE

CHARACTERISTICS :

Radiant heating is the only system
that creates a micro-climate to your
chickens, so they can choose their
most comfortable place and warmth
at any time. At birds level.

The heater is constructed in such a
way that dust is burned in the flame
itself, while inside cleaning of the
heater is only required approx. every
three weeks.

No dust filter.

Compact durable design.
Modulating capacity.

Low maintenance costs.

Very efficient.

Stainless steel construction.
Large heat pattern.

Reliable.

Optional individual thermostat.
CE-certified.
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The round emitter and the specially
designed shape of the reflector
creates 2-3°C more heat at birds level
with a maximum brooding zone and
maintains the highest fuel efficiency.

An all stainless steel construction
makes the ‘Mirage’ virtually
maintenance-free, it is easy to install
and simple to maintain.

All ‘Mirage’ heaters can be hooked up
to an automatic gas control.

Technical data :

Supply pressure : propane
Input rating : 20-1400 mbar
Flow rate : 5,5 kW
Consumption : 380 g/h
Size : length : 62 cm
height : 15 cm.
with : 26 cm.
Weight : 2 kg.
Installation height : broilers : 120-150 cm.
Turkeys : 90-120 cm.
Center spacing : 6-8 m.
Bird coverage (*) : broilers : 1250
turkeys : 500

(*) depending on local circumstances

high/low regulation with motordrive
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