
                Abbi-Simply

	
YOUR ADVANTAGES

• Simple manual ventilation control

• Ideal in milking parlours, robot and waiting 
   rooms

• Control up to 10 fans simultaneously

• Constant ventilation performance in every level

• Protection class IP65 for use in wet areas

• Easy assembly and installation

       	         From 0 to 100 in 5 steps!

New ventilationcontroller



Your Abbi-Aerotech dealer:

©Abbi-Aerotech B.V. | This product flyer has been compiled with the utmost care. The contents of this flyer and any errors are subject to change.

The Abbi-Simply is our answer to the market demand for a
simple-to-use, compact, manual ventilation controller with
5 speeds!

The Simply bridges the gap between the multifunctional, 
fully automatic Abbi DCC-Touch climate controller and the
manually operated, stepless mono (speed) controller.
The ‘mono’ controls only one fan.
This controller offers a solution if you want to manually ad-
just the rotational speed of your fans to the desired ven-
tilation capacity, at any time. Using the rotary switch you 
can easily switch in 5 steps from 0 to maximum ventilation 
capacity without any fuss. Each position is 2 Volt control, 
which corresponds to 20% ventilation capacity of the con-
nected fan(s). This way you always know at what capacity 
your fans are running. This is in contrast to the stepless 
mono controller.
With the Simply you can control as many as 10 fans at the 
same time, while the mono controller only controls 1 fan.

Thanks to the protection class IP65, the Simply is ideal for 
use in wet areas, such as: milking parlour, robot and waiting 
area. Naturally, the controller can also be used to control 
fans in dairy barns and can be usedfor industrial purposes.

The Simply is connected to 230V mains voltage and is 
equipped with a 10V DC output to control the motor(s). A 
separate 10V power supply is therefore not necessary.

PRODUCT SPECIFICATIONS

Type:	   SR5-10
Connection voltage:	   100-230Vac
Output voltage:	   0-10Vdc 10mA
Frequency:	   50/60Hz 
Max. energy consumption: 0.3W
Elektronic converter:	   0-10V control signal (EMC)
External dimensions:	   90x90x75mm
Protection class:	   IP65
Working temperature:	   -20 tot +70°C allowed
Humidity:	   95% allowed
Weight:	   250g
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Simply complete: base plate                                       Simply base plate with
	          with cover	                      connecting points

    Precise control with 5 
speeds in 20% increments

Robust housing

Voltage control (output)

Power supply voltage (input)

Address
Abbi-Aerotech B.V.
Smederij 23
3371 MC  Hardinxveld-Giessendam
The Netherlands

Contact
Telephone number:  +31 184 711 344
E-mail: sales@abbi-aerotech.com
www.abbi-aerotech.com

Scan & 
discover!


